
PRO SERIES DL155/DL154/DL153/DL152/DL151
Fixed Format I/O Unit
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其他的重要信息

保修条款

法律声明
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DL151 Fixed-Format I/O Unit - 控制

控制
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Applies to all DL15X models

前面板

(1) 通风格栅

(2) PSU 状态指示 - 每根电源导轨的电
源状态指示灯

(3) 以太网控制状态 - 以太网控制端口
的绿色状态指示灯

(4) AES50 状态指示 - AES50 端口的绿色 
“OK （确定）” 和红色 “ERROR （错误）”
状态指示灯

(5) LCD - 2 x 16 字符蓝色背光液晶显
示器

(6) 配置控制 - 配置菜单项目的 
“Menu （菜单）”、 “Select （选择）”、 
“Up （向上）” 和 “Down （向下）” 按钮

后面板

(7) I/O 卡 ‘B’ - 8 通道 I/O 卡位置

(8) I/O 卡 ‘A’ - 8 通道 I/O 卡位置

(9) 主电源入口 - IEC 入口, 带有一体式
主开关

(10) I/O 卡 ‘C’ - 8 通道 I/O 卡位置

(11) 诊断端口 - 用于诊断的 9 W ‘D’ 
连接器

(12) 激活启动模式

(13) AES50 端口 - 2 x 结实 Neutrik ‘Ethercon’ 
连接器，带有一体式状态指示灯

(14) 以太网控制端口 - 1 x 结实 Neutrik 
‘Ethercon’ 连接器, 带有一体式状态
指示灯
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其他的重要信息

1. 在线注册。 请购买 MUSIC Group 产品后立
即在 midasconsoles. com 网站注册。 网页上有简
单的在线注册表格。 这有助于我们更快更有
效率地处理您维修等事宜。 请阅读保修的相
关条款及条件。

2. 无法正常工作。 若您的 MUSIC Group 产品
无法正常工作, 我们会为您尽快修复。 请联
系您购买产品的销售商。 若你所在地区没有 
MUSIC Group 销售商, 请联系 midasconsoles. com 
网站的 “WHERE TO BUY” 一栏下的所列出的子
公司或经销商。

3. 电源连接。 将本设备连接电源前, 请确
保使用的电压正确。 保险丝需要更换时, 
必须使用相同型号及定额的保险丝。

其他的重要信息

技术参数

External Connections

Primary Analogue Inputs Mic / Line inputs - balanced XLR connectors - 10 kΩ load

Primary Analogue Outputs Main Outputs - balanced XLR connectors - 50 Ω source

Primary Digital Inputs XLR connectors - 110R

AES50 Connections Neutrik Ethercon with status indication

Diagnostic Connection 9 W female ‘D’-type connector

Power Connections IEC mains inlet - 100-240 V AC~50-60 Hz ±10%

Audio Electronic Specifi cations

Maximum Input Level Mic/Line (at unity gain) +21 dBu

Mic/Line (at -2.5 dB gain) +24 dBu

CMR at 1 KHz (typical) Mic (at unity gain) > -70 dB

Mic (at 40 dB gain) > 90 dB

Noise Mic EIN at 40 dB gain -126 dBu

Output noise at unity gain -86 dBu

Frequency Response 20 Hz - 20 kHz ±0.5dB

Distortion at 1 kHz Input to output (0 dB) < 0.01%

Crosstalk at 1 kHz Channel to channel < -90 dB

Maximum Output Level Line outputs (into 600R) +21 dBu

Dynamic Range at 1 kHz 22 Hz - 22 kHz (at unity gain) > 107 dB unweighted (20 Hz - 20 kHz)

Power Requirements

Voltage 100 V AC to 240 V AC ±10%

Frequency 50 Hz to 60 Hz

Consumption <150 W

Physical

Height Approx 88.1 mm (2U)

Width Approx 482.6 mm (19.0")

Depth Approx 380 mm (15.0")

Net Weight Approx 6.5 kg

Shipping Weight Approx 8.5 kg

Operating temperature range +5°C to 45°C

Storage temperature range -20°C to +60°C

Digital Inputs

Connector AES3 (two channels of digital audio) on 3-pin XLR

Sample rates Accepts any frequency between 32 k to 96 k

Bypass Sample rate converter can be bypassed

Digital Outputs

Connector AES3 (two channels of digital audio) on 3-pin XLR

Sample rates 48 k, 96 k or auto tracking to inputs

Bypass Sample rate converter can be bypassed

Word length 16-, 20- or 24-bit
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