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Integrated Racklight

Guitar Tuners

RACKTUNER
BTR2000

 Multi-functional tuner including 
built-in microphone for use with 
acoustic instruments

 Useful metronome, adjustable from 
30 to 240 bpm with audible and 
visual beat indicator. You can also 
work on-the-fl y with the manual TAP 
tempo function

 Integrated, switchable racklights 
with high-power LEDs for absolute 
control over your rack gear

 11 diff erent tuner modes 
(e. g. “chromatic”, “banjo” or open 
tunings) based on 12 equally 
tempered tones

 Manual or automatic A-tone 
standard pitch calibration from 
428 Hz to 452 Hz in 1-Hz increments, 
transposable by a maximum 
of ± 7 semitones for especially 
fl exible tuning

 Adjustable resolution of the LED 
bar (5 Cent/LED vs. 1 Cent/LED) 
enables precise tuning up to the 
cent, which allows for user-defi ned 
tuning systems

 Two separate input channels 
accessible via front and back 
connectors (controllable via 
optional footswitch)

 Additional ¼  " TS output for 
metronome click/reference 
tone - perfect for monitoring and 
practice applications

 True hardware bypass for highest 
signal integrity between input 
and output

A multi-functional, auto-chromatic 
digital tuner with a standard 
¼  " TS input for electronic instruments 
and a built-in mic for acoustic 
instruments, the RACKTUNER BTR2000 
also features a versatile metronome 
with sound output and visual 
feedback – plus integrated rack lights 
and much more. When you absolutely 
need to be in-tune, either in the studio 
or on the stage – nothing beats the 
professional-grade RACKTUNER BTR2000!

Tune Anything – In 
Perfect Time!
Whether you play guitar, bass, keys – or brass and 
woodwinds, the BTR2000 will tune any musical 
instrument in your arsenal to perfection! 
Press the Mode/Fine button to select from 
11  unique tuning modes: Chromatic; Guitar; 
Bass; Baritone; Banjo; Ukulele; Open D; Open E; 
Open G; Open A and DADGAD. When playing 
with orchestras, the standard “A” pitch often 
varies; so the BTR2000 can be calibrated up 
to 12 Hz higher or lower than 440 Hz. You can 
tune by plugging directly into the BTR2000, 
using the built-in microphone for acoustic 
instruments or your amp‘s sound, or tune by 
ear to the reference tone. 

But that’s not all – the BTR2000 is also a fully-adjustable metronome! Just press the Sound/
Metronome button, select your BPM (Beats per Minute) – then watch and listen as the 
BTR2000 keeps rock-solid time, both visually and acoustically.
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The Ins and Outs
The front panel features a standard ¼  "  Input 
jack for connecting your electronic instruments 
(guitar, bass, keys, etc.). With 2  available 
channels, you are free to tune two separate 
instruments via the ¼  " Input jacks on the 
back panel. Use the ¼  " Sound jack to output 
metronome and reference tone sounds to your 
amp or mixing board. The ¼  " Main jack can 
output the sounds generated by the BTR2000 
and the instrument signal, or the instrument 
signal alone. The Mute and Select ¼  " jacks 
are for connecting footswitches, such as our 
A/B SWITCH AB200 or FS112 (not included). 
Depending on your footswitch capacity 
(single or double), you can use it to mute 
the Main output, toggle between Input 1 and Input 2/Mic inputs, or activate/deactivate 
the metronome.

Value
Every musician should be have a highly-
accurate and dependable tuner. The BTR2000 
provides extreme versatility, multiple 
operating functions, racklights and much 
more – at a price easily within any musician’s 
budget. Get “in tune” today at your nearest 
BEHRINGER dealer – or place your order 
online for the amazing RACKTUNER BTR2000. 
Your bandmates will thank you!

 Practical Mute function for direct 
signal muting during tuning 
(controllable via optional footswitch)

 3-Year Warranty Program*

 Conceived and designed by 
BEHRINGER Germany

*Warranty details can be found at music-group.com.

http://www.behringer.com/EN/Home.aspx
http://www.behringer.com/EN/Home.aspx
http://www.behringer.com/EN/Home.aspx
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You Are Covered
We always strive to provide the best possible Customer Experience. Our products are made in our 
own MUSIC Group factory using state-of-the-art automation, enhanced production workfl ows and 
quality assurance labs with the most sophisticated test equipment available in the world. As a result, 
we have one of the lowest product failure rates in the industry, and we confi dently back it up with a 
generous 3-Year Warranty program.

http://www.music-group.com/index.aspx
http://www.music-group.com/warranty.aspx
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For service, support or more information contact the BEHRINGER location nearest you:

Europe
 MUSIC Group Services UK
Tel: +44 156 273 2290
Email: CARE@music-group.com

USA/Canada
 MUSIC Group Services NV Inc.
Tel: +1 702 800 8290
Email: CARE@music-group.com

Japan
 MUSIC Group Services JP K.K.
Tel.: +81 3 6231 0454
Email: CARE@music-group.com

MUSIC Group accepts no liability for any loss which may be suff ered by any person who relies either wholly or in part upon any description, photograph, or statement contained herein. 
Technical specifi cations, appearances and other information are subject to change without notice. All trademarks are the property of their respective owners. MIDAS, KLARK TEKNIK, 
LAB.GRUPPEN, LAKE, TANNOY, TURBOSOUND, TC ELECTRONIC, TC-HELICON, BEHRINGER, BUGERA, DDA and TC APPLIED TECHNOLOGIES are trademarks or registered trademarks of 
MUSIC Group IP Ltd. © MUSIC Group IP Ltd. 2015 All rights reserved.
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